	LICENCE AND CERTIFICATE RENEWAL DATES
	Expiry

	Pilot Licence

Perpetual. CAR 5.12

Background Checks - Photo Licence - 5 years.

Background checks ASIC - 2 years. 

Note: Both photo licence and ASIC are needed if you fly to an airport with RPT services.


	

	Medical Certificate:

CPL - 1 year.

PPL - 2 years.

Note: Medical exam more than 28 days before expiry will create new, earlier expiry date (on the day of examination).  Medical exam less than 28 days before expiry will preserve the present expiry date. Late medical exam will create new expiry date (on the day of examination). CASR 67.205.


	

	Aeroplane Flight Review

VFR within the last 2 years. 

PIFR within the last 2 years.

CAR 5.81


	

	Pilot Recency - PPL

Solo flight, and dual - nil.

To carry a passenger:

VFR Day  - within the last 90 days - 3 takeoffs and landings.

VFR Night - within the last 90 days - 3 takeoffs and landings by night.

CAR 5.82


	

	Pilot Supplies

Charts/AIP/ERSA subscription 

GPS data card subscription

Emergency rations use by date

Life Jacket maintenance
	

	
	

	
	

	
	


MAINTENANCE ITEMS

Notes:

This list is a summary for the home builder to use as a guide only. Stick it up on the hangar wall or in a folder to trigger your maintenance routines.

It has sample data in it to illustrate typical maintenance requirements. 

It is vital that you tailor this list to your own aircraft equipment configuration. You must read relevant manufacturer information supplied with your equipment, and also read the CASA references listed to fully understand the maintenance you must perform.

Where you see the phrase "test equipment required" the SAAA recommends to employ an aviation professional to conduct that test.

Calendar Time Items

	Item
	Interval
	Due Date

	Annual Inspection See schedule 5.
	Annual
	

	IFR Calibration and Tests See separate table below.
	2 Years
	

	Propeller Overhaul
	See AD/PROP/1
	

	Lifed Hoses

Make your own list.
	7 years or on-condition
	

	Lifed Batteries – make your own list, for main, aux, standby and ELT batteries.
	Manufacturer data or you r own judgement
	

	
	
	

	
	
	


Flying Hour Items

	Item
	Interval
	Due

	Engine 50 Hrs – oil change + inspection
	50 hrs
	

	Engine 100 Hrs – oil and filter change + inspection.
	100 hrs  or annual.
	

	Lycoming engine, valve check (see Lycoming Operators Manual).
	400 hrs
	

	Magneto Overhual (check equipment manual)
	500 hrs 
	

	Propeller Overhaul Check AD/PROP/1
	
	

	Engine Overhaul 
	2000 hrs
	

	Starter,
	
	

	Electric Fuel Pump
	
	

	Alternator
	
	

	Vacuum Pump
	
	

	Governor Overhaul
	
	

	
	
	

	
	
	

	
	
	


VFR and IFR Calibration and Test 

Note: Read the compliance references applicable to your plane to establish  the correct maintenance intervals for your aircraft. VFR and IFR intervals differ. 

The items below should mostly occur at the same time;

VFR due date ………………

IFR due date ………………..

	Item
	Compliance
	Short Test Description

	External lights
	CAR177, 196
	Landing, wingtip & tail lights, plus rotating beacon/strobe.

	Power source warning
	CAO 20.18
	Warning that power source to gyros is operating – vacuum pressure gauge or voltage warning.

	Internal lights
	CAO 20.18
	Instrument lights, dimable, plus map and pax compartment lights.

	Heated pitot
	CAO 20.18
	Gets hot.

	Altimeter
	CAO 20.18, AD/INST/8, AD/INST/9, AD/RAD/43, CAO 108.56
	As required in FAR Part 43 Appendix E. Test equipment required, best done in conjunction with transponder tests.

	Compass 
	CAO 20.18, CAO 108.6
	Compass swing.

	ASI, VSI, OAT, mandatory engine instruments  


	CAO 20.18, AD/INST/8, AD/INST/9,

CAO 108.56.
	As stated in manufacturer published data. 

	Fuel quantity instruments 
	CAO 20.18, AD/INST/8, AD/INST/9, CAO 108.56
	Test to manufacturers accuracy requirements provided tolerances stated in CAO 108.56 are not exceeded.

	Gyro instruments 


	CAO 20.18, AD/INST/8,AD/INST/9 
	If a pilot in command sees no anomalies in flight when maintenance is due then, then necessary maintenance only is required. If an anomaly is identified then the item must be returned to the manufacturers specified performance level.

	Static system 


	CAO 20.18, AD/INST/8,AD/INST/9
	Simple leak/pressure tests iaw AD/INST/9, amdt 5.  

	Pitot system.  


	CAO 20.18, AD/INST/8, AN/INST/9
	Simple leak/pressure tests iaw AD/INST/9, amdt 5.


Radio and Navigation Systems

	Item
	Compliance
	Short Test Description

	GPS
	AIP 1.5, TSO C129 or TSO C146
	GPS will self test on start-up.

	VHF Comm
	AIP 1.5. CAO 108.34
	Ground and taxi functional test.

	ADF
	AIP 1.5, CAO 108.34, CAO 100.37
	Flight test for accuracy.

	VOR/ILS/Marker
	AIP 1.5, CAO 108.34 
	Test equipment required.

	Transponder/Encoder
	AIP 1.5, CAO 108.34 AD/RAD/43, AD/RAD/47
	Test equipment required, for integrated system tests with altimeter, iaw FAR 43, Appdx E, para b, and FAR 43, Appdx F
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